Burgmann Packings

BPG 6567

PROPERTIES OPERATION PARAMETERS
Braided frgm erX|‘bIe expanded graphite yarn with reinforced carbon yarn Speed 2 m/s (Valves)
corners, this packing offers enhanced strength, excellent thermal 25 m/s (Rotary pumps)
conductivity, and reliable sealing performance in pumps and valves
. . . Temperature -200°C ... +450°C

operating under demanding conditions.

pH Value 0..14

Pressure 45 MPa (Valves)

APPLICATIONS

The product is designed for use in rotary pump and valve applications.

2.5 MPa (Rotary pumps)

PRODUCT SPECIFICATIONS

DENSITY

1.15 g/cm?® Media Hot water, steam, gases, oils, acids
and alkalis. Exceptions: strongly
oxidising acids such as sulphuric
and nitric acid in high
concentrations.

BENEFITS

- Excellent thermal and chemical resistance - Effective in reworked valves with larger clearances

- High elasticity with reliable sealing - Shaft- and stem-friendly design

- Strong extrusion resistance - Flexible and easy to install
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Disclaimer: All technical data and advice given is based on experiences of the manufacturer. All details referring to properties, application limits etc. shown throughout this document
are approximate and may be influenced by your specific application. Installation should not be undertaken without independent study and evaluation for suitability. Failure to select
proper sealing products can result in damage and/or personal injury. Properties, specifications and application parameters are subject to change without notice. The manufacturer
does not undertake any liability of any kind whatsoever.



