
Properties
This packing is based on braided end rings of expanded pure graphite 
reinforced with carbon yarn corners. It has high density expanded graphite 
disks with permeation barrier and uniquely impregnated high density 
expanded graphite adapter rings and low density expanded graphite 
sealing ring with special friction reducing coating.

Applications
The product is designed for use in valve applications.

Operation Parameters

Speed 2 m/s

Temperature –200°C … +400°C (most media) 		
–200°C … +550°C (steam)

PH Value 0…14

Pressure 30 MPa

Product Specifications

Media Most chemicals (solvents, 
hydrocarbons, acids, lyes), steam, 
alcohols, oils etc.

Certificates / Approvals �TA-Luft, ISO 15848, API 622,  
API 589 (fire safe)

→ �Up to 80 % lower friction compared to standard sealing 
systems made of expanded graphite

→ Very low spindle torques at high temperature
→ �Low compression required due to optimized force 

deflection

BPG 7290

Benefits

Burgmann Packings Group GmbH |  Hauptstraße 145,  74638 Waldenburg,  Germany |  www.burgmannpackings.com |  © Burgmann Packings 2017 |  Revision:  V1.2-TH 03.2017  
Disclaimer:  Al l  technical  data and advice given is  based on experiences of the manufacturer.  Al l  detai ls  referr ing to propert ies,  appl icat ion l imits etc.  shown throughout this document 
are approximate and may be inf luenced by your specif ic appl icat ion.  Instal lat ion should not be undertaken without independent study and evaluat ion for sui tabi l i ty.  Fai lure to select 
proper seal ing products can result  in damage and/or personal  injury.  Propert ies,  specif icat ions and appl icat ion parameters are subject to change without not ice.  The manufacturer 
does not undertake any l iabi l i ty of any kind whatsoever.


