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BPG 7300

PROPERTIES OPERATION PARAMETERS
Th li t tains fi ki i de f laminated b
e sealing set contains five packing rings made from laminated carbon SR 2 m/s
non-woven and expanded graphite foil and is additionally coated with a
. . . . Temperature -200°C ... +400°C (most media)
special high temperature impregnation.
-200°C ... +550°C (steam)
PH Value 0...14
APPLICATIONS
Pressure 25 MPa

The product is designed for use in valve applications.

PRODUCT SPECIFICATIONS

Media Most chemicals (solvents,
hydrocarbons, acids*, lyes), steam,
alcohols, oils etc.

Certificates / Approvals TA-Luft, ISO 15848,

API 589 (fire safe)

*Exceptions: strongly oxidising acids like sulphuric acid and nitric acid in high
concentrations

BENEFITS

- Very low leakage rates compared to standard expanded - Minimized adhesion and sticking of graphite particles on
graphite rings the spindle due to the carbon non-woven layer on the

- Lower friction forces in comparison to expanded inside of the ring

graphite rings
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Disclaimer: All technical data and advice given is based on experiences of the manufacturer. All details referring to properties, application limits etc. shown throughout this document
are approximate and may be influenced by your specific application. Installation should not be undertaken without independent study and evaluation for suitability. Failure to select
proper sealing products can result in damage and/or personal injury. Properties, specifications and application parameters are subject to change without notice. The manufacturer
does not undertake any liability of any kind whatsoever.



